
SPECIFICATION
Personnel Carrier – Model-Q-2700

Principal Particulars

Model

Length Overall

Breadth Draft

Max Cruising

Speed Fuel

Endurance

Passenger Capacity

Q-2700

9.30 MTRS

3.05 MTRS

0.90 MTRS

+25 KNOTTS

12 Hours

10 Persons facing forward on Padded Air Craft Type Seats

Air-conditioning Air-condition “D. TAG” driven from main engine.

Crew

Propulsion

2 Persons

2x Cummins 6BT marine diesel engines

Developing 180 HP @ 2500 rpm 

c/w 630v Gearboxes.

Heavy Duty GRP with Marine

Resin

Construction Material



INSHORE FLEET – Q-2700 PERSONNEL CARRIER

PRINCIPAL PARTICULARS
MODEL : Q-2700
LENGTH OVERALL :  9.30 MTRS
BREADTH  :  3.05 MTRS
DRAFT MAX :  0.90 MTRS
CRUISING SPEED : +25 KNOTTS
FUEL ENDURANCE : 12 HOURS
PASSENGER CAPACITY : 10 PERSONS FACING FORWARD ON PADDED AIR CRAFT TYPE SEATS 
AIR-CONDITIONING :  AIR-CONDITION “D. TAG” DRIVEN FROM MAIN ENGINE.
CREW :  2 PERSONS
PROPULSION : 2X CUMMINS 6BT MARINE DIESEL ENGINES DEVELOPING 180 HP @ 2500 RPM 

C/W 630V GEARBOXES. 
CONSTRUCTION MATERIAL : HEAVY DUTY GRP WITH MARINE RESIN
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