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Patrol vessel



secwaV 3

Specifications

GeNeRal
 Built 1987
 Refurbished 2008

DIMeNsIONs
 Length, overall 25.00 m
 Breadth, overall  6.10 m
 Depth  2.00 m

MachINeRy
 Main engines CAT 3406 500 HP-Prop 

 2 x Yanmar 400 HP-Hamilton Jets 
 engine output 433 kW 
 Bow thruster Keypower 65 HP
 electrical generation CAT 75 KVA 3 PH 

 Yanmar 35 KVA 3 PH

PeRfORMaNce aND cONsuMPtION
 Full operating 14 knots @ 180 ltr / hr 
 economical operating  10 knots @ 60 ltr / hr 
 In port 50-100 ltr / day 

caPacItIes
 cargo   10 mt 
 Fresh water  2,000 ltr 
 Fuel oil  18,000 ltr 

Deck equIPMeNt 
Stern crane  8.0 t @ 1 m, 1.5 t @ 6 m 
winch 10 t (10 mt / minute) 
Deck load rating max. 1.5 t / m² 

accOMMODatION
 Fully airconditioned for 12 persons  
(Including 4 crew)

 4 x single / 4 x double berth

BRIDGe
 Fully enclosed helm position 
 Radar  Furuno 48 mile, ARPA, AIS 
 echo sounder  Furuno 
 Plotter  Max-sea 
 GPS  Furuno fc-50 sat compass 
 Sat phone  Thrane & Thrane Fleet 33 
 Next G phone  Erikson W25 
 autopilot  Furuno 
 Searchlight Spot x 2 
 Pa system  Furuno 
 Surveillance  4 Cameras 
 Intercom  LG-NORTEL OFFICE phone 

  system (phone in every room) 
 
aDDItIONal Data
 clear deck 10 m x 4.30 m 
 Portable Diesel fire pump


